
PERMANENT MAGNETIC EQUIPMENT 
& TOOLS 

LIFT, HOLD & TRANSPORT PARTS 
WITH ELECTROMAGNETS

MAGNETIC SPECIALISTS FOR AUTOMATED MANUFACTURING



AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

AEC MAGNETICS PROVIDES ATTRACTIVE
SOLUTIONS TO PRODUCTION PROCESSES

YOUR PRODUCT
YOUR PROCESS

YOUR OBJECTIVES

E  Engineers ork diligently to understand your o ectives
  What parts or materials are you using in the production process

-  What is being done with these parts or materials
  o  o en you perform this task

-  What accuracy is required

E  Engineers ill
  pply su stantial magnetic e pertise
  esign and quote magnetic solutions
  losely monitor manufacturing and quality control

WE TEST
WE DESIGN

WE MANUFACTURE

FOR COMPLETE, CURRENT PRODUCT OFFERINGS AND SPECIFICATIONS,
VISIT OUR WEBSITE:

AECMAGNETICS.COM

AT AEC, WE DON'T SELL PRODUCTS,
WE MANUFACTURE SOLUTIONS 

E  makes it easy to order. Please contact us y

Phone   
a         

Email     aecsales aecmagnetics.com
ail   E  agnetics

  Interstate rive 
 incinnati  O  

Payments should e mailed to
 E  agnetics
 P.O. o  
 incinnati  O   

We accept  IS  STER R  and ERI  E PRESS

If you ould like to use  or ire transfers  call for 
routing information.

E  I. .  
E OR LI E SE  
U S  

Thank you for considering E  agnetics.

      E  has een designing and manufacturing magnetic 
solutions to production pro lems since . Each year e 
manufacture thousands of standard and custom designed 
electromagnets   po er supplies  permanent magnetic 
assem lies and tools  and other specialty equipment. Our 
value is in our illingness to listen to the pro lem and 
design an action plan for each customer that contacts us. 
ou ill not nd more personali ed service or a ention to 

detail in our industry. We sell direct to our customers and 
through carefully selected resellers to provide a continuous 
channel of communication from conception through service 
a er the sale. This catalog only represents a sample of our 
capa ilities. e  products are constantly added to solve 
our customers problems. We can design and build one piece 
for a prototype or custom tool or thousands of pieces to 
incorporate our part in your nished product. E  can also 
repair our products  and many of our competitors  products  
for su stantial savings in time and money. We are competi-
tive in price and delivery ith any other magnetic products 
manufactured throughout the orld. E  products are 
dura le and relia le  and e provide the est arranty and 
return policies in the industry.



PRODUCT       DIMENSIONS-(IN) MOUNTING  WEIGHT        POWER        
NUMBER        DIA. HT. THREADS   C TO C WATTS                 (LBS)            (LBS)

CE-050-12C  0.50 .500 6-32 --- 1.8 .08 2
CE-075-12C  0.75 .750 6-32 --- 2.4 .10 7
CEA-075-12C  0.75 .500 6-32 --- 3.8 .09 4
CSL-075-12C  0.75 1.25 6-32 --- 1.5 .15 8
CEA-100-12C  1.00 .750 1/4-20 --- 3.6 .20           12
CSA-100-12C  1.00 .750 10-32 --- 3.0 .20           12
CE-100-12C  1.00 1.00 1/4-20 --- 3.6 .25           19
CSL-100-12C  1.00 1.25 10-32 --- 4.5 .25           30
CEA-125-12C  1.25 .750 1/4-20 --- 3.6 .70           60
CE-125-12C  1.25 1.25 1/4-20 --- 3.6 .75           70
CES-150-12C  1.50 .750 1/4-20 --- 5.0 .60           70
CEA-150-12C  1.50 1.00 1/4-20 --- 4.8 .80           80
CE-150-12C  1.50 1.50 1/4-20 --- 5.0               1.00         110
CES-200-12C  2.00 .750 1/4-20 --- 7.0 .75         120
CEA-200-12C  2.00 1.50 1/4-20 --- 6.5               1.00         160
CSA-200-12C  2.00 1.625 1/4-20 --- 5.2               1.50         140
CE-200-12C  2.00 2.00 1/4-20 --- 4.5               1.20         170
CES-250-12C  2.50 .750 1/4-20 .75 7.2               1.50         200
CSA-250-12C  2.50 1.25 1/4-20 ---           10.0               2.00         250
CS-250-12C  2.50 1.50 1/4-20 ---           10.0               2.00         300
CEA-250-12C  2.50 2.00 1/4-20 ---             8.0               2.00         320
CES-300-12C  3.00 .750 1/4-20               1.00         18.0               3.00         290
CEA-300-12C  3.00 2.00 1/4-20               1.00         10.0               3.75         370

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

 CE STYLE CIRCULAR ELECTROMAGNETS
12 VOLT DC CONTINUOUS DUTY CYCLE 

Small circular electromagnets are ideally suited for automated parts handling and packaging operations.  These 
durable magnets are easily controlled by 12 volt power supplies and have none of the maintenance, noise or air 
pressure requirements of vacuum cups or grippers.

CE Series
MODELS HAVE

TOP WIRE OUTLET



                
   DC STYLE CIRCULAR ELECTROMAGNETS

12 VOLT DC CONTINUOUS DUTY CYCLE

PRODUCT         DIMENSIONS-(IN)            MOUNTING                           WEIGHT     POWER        
NUMBER         DIA. HT.                 THREADS C TO C WATTS                  (LBS)          (LBS)

DCA-075-12C  0.75 .500 6-32 --- 3.8 .09   4
DC-075-12C  0.75 .750 6-32 --- 2.4 .10   7
DSL-075-12C  0.75 1.25 10-32 --- 1.5 .15   8
DCA-100-12C  1.00 .750 1/4-20 --- 3.6 .20 12
DSA-100-12C  1.00 .750 10-32 --- 3.0 .20 12
DC-100-12C  1.00 1.00 1/4-22 --- 3.6 .25 19
DSL-100-12C  1.00 1.25 10-32 --- 4.5 .25 30
DCA-125-12C  1.25 .750 1/4-22 --- 3.6 .70 60
DC-125-12C  1.25 1.25 1/4-20 --- 3.6 .75 70
DCS-150-12C  1.50 .750 1/4-20 --- 5.0 .60 70
DCA-150-12C  1.50 1.00 1/4-20 --- 4.6 .80 80
DSA-150-12C  1.50 1.25 1/4-20 --- 5.0 .80          100
DC-150-12C  1.50 1.50 1/4-20 ---          5.0               1.00          110    
DCS-200-12C  2.00 .750 1/4-20 --- 7.0 .75          120
DCA-200-12C  2.00 1.50 1/4-20 --- 6.0               1.00          160
DSA-200-12C  2.00 1.625 1/4-20 --- 5.2               1.50          140
DC-200-12C  2.00 2.00 1/4-20 --- 4.5               1.20          170
DCS-250-12C  2.50 .750 1/4-20  .75 7.2               1.50          200
DSA-250-12C  2.50 1.25 1/4-20 ---           10.0               2.00          250
DS-250-12C  2.50 1.50 1/4-20 ---           10.0               2.00          300
DCA-250-12C  2.50 2.00 1/4-20 --- 8.0               2.00 320
DCS-300-12C  3.00 .750 1/4-20              1.00          18.0               3.00          290
DCA-300-12C  3.00 2.00 1/4-20              1.00          10.0               3.75          370

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

DC Series
MODELS HAVE

SIDE WIRE OUTLET

Small circular electromagnets are ideally suited for automated parts handling and packaging operations.  These 
durable magnets are easily controlled by 12 volt power supplies and have none of the maintenance, noise or air 
pressure requirements of vacuum cups or grippers.



PRODUCT       DIMENSIONS-(IN) MOUNTING  WEIGHT        POWER        
NUMBER        DIA. HT. THREADS   C TO C WATTS                 (LBS)            (LBS)

CEA-075-24C  0.75 .500 6-32 --- 3.0 .09 5
CE-075-24C  0.75 .750 6-32 --- 4.8 .19 9 
CSL-075-24C  0.75 1.25 10-32 --- 3.0 .15 8
CEA-100-24C  1.00 .750 1/4-20 --- 8.2 .20          15
CSA-100-24C  1.00 .750 10-32 --- 3.0 .20          15
CE-100-24C  1.00 1.00 1/4-20 --- 8.2 .25          22
CSL-100-24C  1.00 1.25 10-32 --- 4.4 .25          30
CEA-125-24C  1.25 .750 1/4-20 --- 8.2 .50          60
CE-125-24C  1.25 1.25 1/4-20 --- 8.2 .75          70
CES-150-24C  1.50 .750 1/4-20 --- 5.0 .60          70
CEA-150-24C  1.50 1.00 1/4-20 --- 9.9 .80        100
CE-150-24C  1.50 1.50 1/4-20 --- 9.6               1.00        110
CES-200-24C  2.00 .750 1/4-20 --- 7.0 .75        120
CEA-200-24C  2.00 1.50 1/4-20 ---           14.4               1.00        220
CSA-200-24C  2.00 1.625 1/4-20 --- 5.2               1.50        170
CE-200-24C  2.00 2.00 1/4-20 ---           12.8               1.20        230
CES-250-24C  2.50 .750 1/4-20 ---           11.5               1.50        200
CSA-250-24C  2.50 1.25 1/4-20 ---           10.0               2.00        250
CS-250-24C  2.50 1.50 1/4-20 --- 7.0               2.00        300
CEA-250-24C  2.50 2.00 1/4-20 ---           14.0               2.00        380
CES-300-24C  3.00 .750 1/4-20               1.00         18.0               3.00        290
CEA-300-24C  3.00 2.00 1/4-20               1.00         20.0               3.75        440 
                    
 

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

 CE STYLE CIRCULAR ELECTROMAGNETS
24 VOLT DC CONTINUOUS DUTY CYCLE 

Small circular electromagnets are ideally suited for automated parts handling and packaging operations.  These 
durable magnets are easily controlled by 12 volt power supplies and have none of the maintenance, noise or air 
pressure requirements of vacuum cups or grippers.

CE Series
MODELS HAVE

TOP WIRE OUTLET



PRODUCT         DIMENSIONS-(IN)            MOUNTING                           WEIGHT    POWER        
NUMBER         DIA. HT.                 THREADS C TO C WATTS                  (LBS)        (LBS)

DCA-075-24C  0.75 .500 6-32 --- 3.0 .09 5
DC-075-24C  0.75 .750 6-32 --- 3.8 .10 9
DSL-075-24C  0.75 1.25 10-32 --- 3.0 .15 8
DCA-100-24C  1.00 .750 1/4-20 --- 8.2 .20           15
DSA-100-24C  1.00 .750 10-32 --- 3.0 .20           15
DC-100-24C  1.00 1.00 1/4-20 --- 8.2 .25           22
DSL-100-24C  1.00 1.25 10-32 --- 4.4 .25           30
DCA-125-24C  1.25 .750 1/4-20 --- 8.2 .70           60
DC-125-24C  1.25 1.25 1/4-20 --- 8.2 .75           70
DCS-150-24C  1.50 .750 1/4-20 --- 5.0 .60           70          
DCA-150-24C  1.50 1.00 1/4-20 --- 9.6 .80         100
DSA-150-24C  1.50 1.25 1/4-20 --- 9.9 .80         100
DC-150-24C  1.50 1.50 1/4-20 --- 9.6               1.00         110
DCS-200-24C  2.00 .750 1/4-20 --- 7.0 .75         120
DCA-200-24C  2.00 1.50 1/4-20 ---           14.4               1.00         220
DSA-200-24C  2.00 1.625 1/4-20 --- 5.2               1.50         170
DC-200-24C  2.00 2.00 1/4-20 ---           12.8               1.20         230
DCS-250-24C  2.50 .750 1/4-20 .75          11.5               1.50         200
DSA-250-24C  2.50 1.25 1/4-20 ---           10.0               2.00         250
DS-250-24C  2.50 1.50 1/4-20 --- 7.0               2.00         300
DCA-250-24C  2.50 2.00 1/4-20 ---           14.0               2.00         380
DCS-300-24C  3.00 .750 1/4-20 ---           18.0               3.00         290
DCA-300-24C  3.00 2.00 1/4-20              1.00          20.0               3.75         440

DC Series
    MODELS HAVE

  TOP WIRE OUTLET

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

 DC STYLE CIRCULAR ELECTROMAGNETS
24 VOLT DC CONTINUOUS DUTY CYCLE 

Small circular electromagnets are ideally suited for automated parts handling and packaging operations.  These 
durable magnets are easily controlled by 12 volt power supplies and have none of the maintenance, noise or air 
pressure requirements of vacuum cups or grippers.



PRODUCT  DIMENSIONS-(IN)             MOUNTING                              WEIGHT       POWER         
NUMBER              DIA.                 HT.                 THREADS            C TO C         WATTS   CORD    (LBS)           (LBS)            

CEA-300M-24C 3.0 2.00 1/4-20 1.0 21.0 M-STYLE 3.9 420
CES-350M-24C 3.5 1.25 1/4-20 1.0 21.0 M-STYLE 4.5 480
CEA-350M-24C 3.5 2.00 1/4-20 1.0 32.0 M-STYLE 4.5 690
CES-400M-24C 4.0 1.25 5/16-18 1.0 22.0 M-STYLE 7.0 780
CEA-400M-24C 4.0 2.00 5/16-18 1.0 29.0 M-STYLE 7.0 980
CES-500M-24C 5.0 1.25 3/8-16 2.0 39.0 M-STYLE 9.5            1400
CEA-500M-24C 5.0 2.00 3/8-16 2.0 44.0 M-STYLE 9.5            1900
CEA-600M-24C 6.0 2.00 1/2-13 2.0 44.0 M-STYLE       16.0            2200

                  
   

PRODUCT  DIMENSIONS-(IN)             MOUNTING                              WEIGHT       POWER         
NUMBER              DIA.                 HT.                 THREADS            C TO C         WATTS   CORD    (LBS)           (LBS)            

DCS-250T-24C 2.5 0.75 1/4-20               .75 12.0 T-STYLE 1.5 200
DSA-250T-24C 2.5 1.25 1/4-20  --- 10.0 T-STYLE 2.0 250
DS-250T-24C 2.5 1.50 1/4-20  --- 10.0 T-STYLE 2.0 300
DCA-250T-24C 2.5 2.00 1/4-20  --- 14.0 T-STYLE 2.0 380
DCS-300T-24C 3.0 0.75 1/4-20 1.0 18.0 T-STYLE 3.0 290
DCA-300M-24C 3.0 2.00 1/4-20 1.0 21.0 M-STYLE 3.9 420
DCS-350M-24C 3.5 1.25 1/4-20 1.0 21.0 M-STYLE 4.5 480
DCA-350M-24C 3.5 2.00 1/4-20 1.0 32.0 M-STYLE 4.5 690
DCS-400M-24C 4.0 1.15 5/16-18 1.0 22.0 M-STYLE 7.0 780
DCA-400M-24C 4.0 2.00 5/16-18 1.0 29.0 M-STYLE 7.0 980
DCS-500M-24C 5.0 1.25 3/8-16 2.0 39.0 M-STYLE 9.5           1400
DCA-500M-24C 5.0 2.00 3/8-16 2.0 44.0 M-STYLE 9.5           1900
DCA-600M-24C 6.0 2.00 1/2-13 2.0 44.0 M-STYLE       16.0           2200

               
               
               
 
               
               
               
               
              

 

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

 HEAVY DUTY ROUND ELECTROMAGNETS
24 VOLT CONTINUOUS DUTY CYCLE 

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

DC Series
MODELS HAVE
SIDE WIRE OUTLET

CE Series
MODELS HAVE
TOP WIRE OUTLET



PRODUCT  DIMENSIONS-(IN)            MOUNTING      WEIGHT        POWER         
NUMBER              DIA.                HT.                 THREADS             C TO C            WATTS    CORD    (LBS)             (LBS)            

DCA-300M-110C 3.0 2.00 1/4-20 1.0 20.0 M-STYLE 3.9 440 
DCS-350M-110C 3.5 1.25 1/4-20 1.0 25.0 M-STYLE 4.5 500 
DCA-350M-110C 3.5 2.00 1/4-20 1.0 25.5 M-STYLE 4.5 700
DCS-400M-110C 4.0 1.25 5/16-18 1.0 31.0 M-STYLE 7.0 800
DCA-400M-110C 4.0 2.00 5/16-18 1.0 30.3 M-STYLE 7.0           1000
DCS-500M-110C 5.0 1.25 3/8-16 2.0 25.5 M-STYLE 9.5           1400
DCA-500M-110C 5.0 2.00 3/8-16 2.0 34.6 M-STYLE 9.5           1900
DCA-600M-110C 6.0 2.00 1/2-13 2.0 44.0 M-STYLE       16.0           2200
DC-600M-110C 6.0 3.00 1/2-13 2.0 44.0 M-STYLE       16.0           2800
DCA-800S-110C 8.0 2.00 1/2-13 3.0 60.5 S-STYLE        25.0           3300
DC-800S-110C 8.0 4.00 1/2-13 3.0 49.0 S-STYLE        25.0           4000
DCA-1000S-110C 10.0 2.50 5/8/11 3.0 60.5 S-STYLE        45.0           4700

               
               
               
               
               
               
               
               

     

PRODUCT  DIMENSIONS-(IN)            MOUNTING      WEIGHT        POWER         
NUMBER              DIA.                HT.                 THREADS             C TO C         WATTS    CORD    (LBS)             (LBS)            

CEA-300M-110C 3.0 2.00 1/4-20 1.0 20.0 M-STYLE 3.9 440
CES-350M-110C 3.5 1.25 1/4-20 1.0 25.0 M-STYLE 4.5 500
CEA-350M-110C 3.5 2.00 1/4-20 1.0 25.0 M-STYLE 4.5 700
CES-400M-110C 4.0 1.25 5/16-18 1.0 31.0 M-STYLE 7.0 800
CEA-400M-110C 4.0 2.00 5/16-18 1.0 30.3 M-STYLE 7.0            1000 
CES-500M-110C 5.0 1.25 3/8-16 2.0 25.5 M-STYLE 9.5            1400
CEA-500M-110C 5.0 2.00 3/8-16 2.0 34.6 M-STYLE 9.5            1900
CEA-600M-110C 6.0 2.00 1/2-13 2.0 44.0 M-STYLE       16.0            2200
CE-600M-110C 6.0 3.00 1/2-13 2.0 44.0 M-STYLE       16.0            2800
CEA-800S-110C 8.0 2.00 1/2-13 3.0 60.5 S-STYL E       25.0            3300
CE-800S-110C 8.0 4.00 1/2-13 3.0 49.0 S-STYLE        25.0            4000
CEA-1000S-110C 10.0 2.50 5/8-11 3.0 60.5 S-STYLE        45.0            4700

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

 HEAVY DUTY ROUND ELECTROMAGNETS 
110 VOLT CONTINUOUS DUTY CYCLE 

DC Series
MODELS HAVE
SIDE WIRE OUTLET

CE Series
MODELS HAVE
TOP WIRE OUTLET



PRODUCT                              DIMENSIONS-(IN)            MOUNTING          WGT.        POWER
NUMBER        WIDTH    LGTH.        HT.          THREADS        C TO C        VDC          WATTS           CORD     (LBS)           (LBS) 
 
BPF-10020T-24C 1.0 2.0        2.75        1/4-20 1.00 24   6  T-STYLE 1.5      80
BPF-10040M-24C 1.0 4.0 2.75 1/4-20 3.00 24 16 M-STYLE 1.5    180
BPF-10060M-24C 1.0 6.0 2.75 1/4-20 4.00 24 24 M-STYLE 2.0 240
BPF-10080M-24C 1.0 8.0 2.75 1/4-20 6.00 24 32 M-STYLE 2.0 300
BPF-10120M-24C 1.0         12.0 2.75 1/4-20 8.00 24 48 M-STYLE 2.0 440

BPF-15040M-24C 1.5 4.0 2.75 1/4-20 3.00 24 22 M-STYLE 1.5 210
BPF-15060M-24C 1.5 6.0 2.75 1/4-20 4.00 24 36 M-STYLE 2.0 260
BPF-15080M-24C 1.5 8.0 2.75 1/4-20 6.00 24 44 M-STYLE 4.0 310
BPF-15120M-110C 1.5         12.0 2.75 1/4-20 8.00        110 66 M-STYLE 6.0 510
BPF-15180M-110C 1.5         18.0 2.75 1/4-20 2.00        110         108 M-STYLE 9.0 810
BPF-15240M-110C 1.5         24.0 2.75 1/4-20        12.00        110         140 M-STYLE     12.0        1100
 
BPF-20040M-24C 2.0 4.0 2.75 5/16-18 3.00 24 32 M-STYLE 4.0 470
BPF-20060M-24C 2.0 6.0 2.75 5/16-18 4.00 24 48 M-STYLE 5.0 620
BPF-20080M-24C 2.0 8.0 2.75 5/16-18 6.00 24 64 M-STYLE 8.0 940
BPF-20120M-110C 2.0         12.0 2.75 5/16-18 8.00        110 96 M-STYLE     12.0        1200
BPF-20180M-110C 2.0         18.0 2.75 5/16-18      12.00        110         144 M-STYLE     18.0        1600
BPF-20240M-110C 2.0         24.0 2.75 5/16-18      12.00        110         192 M-STYLE     24.0        2000
BPF-20300M-110C 2.0         30.0 2.75 5/16-18      12.00        110         240 M-STYLE     30.0        2400
BPF-20360M-110C 2.0         36.0 2.75 5/16-18      12.00        110         288 M-STYLE     36.0        2800

BPS-1020-24C 1.0 2.0 1.38 10-32 1.00 24             6 LEADS 0.5  80
BPS-1030-24C 1.0 3.0 1.38 1/4-20 2.00 24            11 LEADS 1.0          170
BPS-1040-24C 1.0 4.0 1.38 1/4-20 3.00 24            12 LEADS 1.5          210
BPS-1060-24C 1.0 6.0 1.38 1/4-20 4.50 24            14 LEADS 2.0          260
BPS-1080-24C 1.0 8.0 1.38 1/4-20 6.25 24            24 LEADS 2.0          310   

             
            
     

 

     
            
            
            
                         
            
            
        

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

PARALLEL POLE ELECTROMAGNETS
24, & 110 VOLT DC CONTINUOUS DUTY CYCLE 

E  Parallel Pole Electromagnets o er a continuous magnetic surface along the length of the magnet. These models are ideal for 
spanning gaps or holes and can e used to hold multiple parts along an array. Parallel pole magnets are o en used in multiples to li  
and load sheet and plate for urning and forming operations. E  Engineers can design a system around your needs.



PRODUCT                               DIMENSIONS-(IN)               MOUNTING          WGT.      POWER
NUMBER        WIDTH   LGTH.         HT.             THREADS       C TO C        VDC         WATTS           CORD     (LBS)        (LBS) 
  
BPV-10020T-24C 1.0 2.0 2.75 1/4-20 1.00 24 5.0 T-STYLE .50            40
BPV-10040M-24C 1.0 4.0 2.75 1/4-20 3.00 24 16 M-STYLE 1.5    180
BPV-10060M-24C 1.0 6.0 2.75 1/4-20 4.00 24 24 M-STYLE 2.0 240
BPV-10080M-24C 1.0 8.0 2.75 1/4-20 6.00 24 32 M-STYLE 2.0 300
BPV-10120M-24C 1.0         12.0 2.75 1/4-20 8.00 24 48 M-STYLE 2.0 440

BPV-15020T-24C 1.5 2.0 2.75 1/4-20 1.00 24 12 T-STYLE 1.0   85
BPV-15040M-24C 1.5 4.0 2.75 1/4-20 3.00 24 22 M-STYLE 1.5 210
BPV-15060M-24C 1.5 6.0 2.75 1/4-20 4.00 24 36 M-STYLE 2.0 260
BPV-15080M-24C 1.5 8.0 2.75 1/4-20 6.00 24 44 M-STYLE 4.0 310
BPV-15120M-110C 1.5         12.0 2.75 1/4-20 8.00        110 66 M-STYLE 6.0 510

BPV-20020T-24C 2.0 2.0 2.75 1/4-20 1.00 24 13 T-STYLE 1.5 105 
BPV-20040M-24C 2.0 4.0 2.75 5/16-18 3.00 24 32 M-STYLE 4.0 470
BPV-20060M-24C 2.0 6.0 2.75 5/16-18 4.00 24 48 M-STYLE 5.0 620
BPV-20080M-24C 2.0 8.0 2.75 5/16-18 6.00 24 64 M-STYLE 8.0 940
BPV-20120M-110C 2.0         12.0 2.75 5/16-18 8.00        110 96 M-STYLE     12.0        1200

             
           

 

             
            
            
                         
            
            
           

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

 V-BLOCK ELECTROMAGNETS                                                                                                               
24, & 100 VOLT DC CONTINUOUS DUTY CYCLE 

Widely used in electric motor manufacturing and centerless grinding applications.  volt  continuous duty lock 
electromagnets are ruggedly uilt to ithstand around the clock service.  Other si es and mounting con gurations are availa le. 
Please contact one of our engineers for assistance. 



PRODUCT                       DIMENSIONS-(IN)                         MOUNTING                            WGT.       POWER
NUMBER        WIDTH       LGTH.            HT.              THREADS         C TO C       VDC         WATTS       CORD             (LBS)         (LBS)

EM-1525-12C  1.5 2.5 1.00 1/4-20 .75 12    8 LEADS 1.25 200
ES-1525-12C 1.5 2.5 1.25 10-32           1.00 12    8 LEADS 1.25 200
EMS-1525-12C 1.5 2.5 1.00 10-32           1.00 12    8 LEADS  1.25 200
EM-2545-12C 2.5 4.5 2.00 1/4-20          2.00 12  20 LEADS   5.0 500
EM-3060-12C 3.0 6.0 2.00 3/8-16          1.50 12  35 LEADS   9.0       1200
EM-4080-12C 4.0 8.0 2.25 1/2-13          2.00 12  40 LEADS 16.0       1500 
EMS-4080-12C 4.0 8.0 2.50 1/2-13          2.00 12  40 LEADS 18.0       2000
ES-4080-12C  4.0 8.0 2.50 3/8-16          4.00 12  40 LEADS 18.0       2000
EM-6012S-12C 6.0          12.0 3.50 1/2-13          3.00 12  36 S-STYLE 53.0       3800

EM-1525-24C 1.5 2.5 1.00 1/4-20 .75 24  15 LEADS 1.25 200
ES-1525-24C 1.5 2.5 1.25 10-32           1.00 24  13 LEADS 1.25 200
EMS-1525-24C 1.5 2.5 1.00 10-32           1.00 24  15 LEADS 1.25 200
EM-2545-24C 2.5 4.5 2.00 1/4-20          2.00 24  26 LEADS   5.0 600
EM-2545M-24C 2.5 4.5 2.00 1/4-20          2.00 24  26 M-STYLE   5.0 600
EM-3060-24C 3.0 6.0 2.00 3/8-16          1.50 24  32 LEADS   9.0       1500
EM-4080-24C 4.0 8.0 2.25 1/2-13          2.00 24  72 LEADS 16.0       1500
EMS-4080-24C 4.0 8.0 2.50 1/2-13          2.00 24  72 LEADS 18.0       2200
ES-4080-24C 4.0 8.0 2.50 3/8-16          4.00 24  72 LEADS 18.0       2200
EM-6012S-24C 6.0          12.0 3.50 1/2-13          3.00 24  96 S-STYLE 53.0       4000
 
EM-2545M-110C 2.5 4.5 2.00 1/4-20          2.00       110  24 M-STYLE   5.0 700
EM-3060M-110C 3.0 6.0 2.00 3/8-16          1.50       110  35 M-STYLE   9.0       1500
EM-4080S-110C 4.0 8.0 2.25 1/2-13          2.00       110  27 S-STYLE 16.0       2000
EMS-4080S-110C 4.0 8.0 2.50 1/2-13          2.00       110  58 S-STYLE 18.0       2500
ES-4080S-110C 4.0 8.0 2.50 3/8-16          4.00       110  58 S-STYLE 18.0       2500
EM-6012S-110C 6.0          12.0 3.50 1/2-13          3.00       110  65 S-STYLE 53.0       6000

             
           

 

     
            
            
            
            

110 VOLT DC
CONTINUOUS
DUTY MODELS

24 VOLT DC
CONTINUOUS
DUTY MODELS

Electromagnets are widely used for drilling, tapping 
and assem ly turing.  agnets speed set up and
 allo  for precise alignment. agnets also have 
uniform clamping pressure across the entire surface.

110 VOLT
12 & 24 VOLT

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

 RECTANGULAR ELECTROMAGNETS
24 & 110 VOLT DC CONTINUOUS DUTY CYCLE 



RECTANGULAR MODELS

FEATURES:
E  UT  OPPER OILS
ITROTE  SUR E TRE T E T OR SUPERIOR 

   ORROSIO  RESIST E  SUR E R E I
I  TE PER TURE EPO  POTTI  O POU
ULL O E E R W RR T

PRODUCT              DIMENSIONS-(IN)                     MOUNTING            WGT.         POWER
NUMBER    WIDTH   LGTH.   HT.                 THREADS          C TO C       VDC       WATTS      CORD            (LBS)           (LBS)

EMX-2545-0001 2.5 4.5 2.00 1/4-20 2.0 110 24.0 M-STYLE   5.0  700 
EMX-4080-0003 4.0 8.0 2.25 3/8-16 4.0 110 58.0 S-STYLE 18.0         2500 
EMX-4080-0021 4.0 8.0 2.50 3/8-16 4.0 110 58.0 S-STYLE 18.0         2500
EMX-4080-0023 4.0 8.0 2.50 3/8-16 4.0 110 41.0 SEALTITE 18.0         2000
EMX-4080-0029 4.0 8.0 2.50          3/8-16 4.0 110 58.0 90 DEG. S 18.0         2500  

            
  

      
           
           

ABORT GATE ELECTROMAGNETS

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

PRODUCT               DIMENSIONS-(IN)       MOUNTING                                                              WGT.          POWER
NUMBER                 DIA. HT.                THREADS             C TO C        VDC       WATTS     CORD                 (LBS)             (LBS)
   
DCX-350-0012 3.5 2.00               5/16-18 1.0 110 25.5 M-STYLE   4.5   700 
DCX-350-0014 3.5 2.00 1/4-20 1.5 110 25.5 M-STYLE   4.5   700 
DCX-400-0006 4.0 2.00               5/16-18 1.0 110 30.5 M-STYLE   6.5 1000 
DCX-500-0006 5.0 2.00 3/8-16 2.0 110 35.0 S-STYLE   9.5 1900
DCX-500-0017 5.0 1.25 3/8-16 2.0 110 25.5 M-STYLE   6.0 1400
DCX-600-0010 6.0 2.00 1/2-13 2.0 110 39.0 M-STYLE 13.0 2200 
DCX-600-0011 6.0 2.00 1/2-13 2.0 110 39.0 M-STYLE 13.0 2200
DCX-800-0001 8.0 2.00 1/2-13 3.0 110 60.5 S-STYLE 23.0 3300
DCX-800-0002 8.0 2.00 1/2-13 3.0 110 60.5 S-STYLE 23.0 3300 

                 
               

      
                
                
               
 

E  ort ate Series electromagnets are the most relia le ay to keep your ood products re and spark suppression system 
orking relia ly all year long.  We have over a do en similar models for almost any rand ort ate.  E  also maufactures rugged 
 po er supplies in ema related enclosures or on panels to t your application.  ive us a call and let us help you choose the right 

model for your a ort gate.

CIRCULAR MODELS 
E LL T E S E RE T E TURES S T E 

RE T UL R O ELS  UT I   WI E R E O  
SI ES  STRE T S.

AUTOMATIC RELEASE 
POWER SUPPLIES

PRO I E ST TI  RELE SE W E  POWER IS LOST.



PRODUCT                DIMENSIONS-(IN)               MOUNTING        WEIGHT       POWER
NUMBER            WIDTH LENGTH     HT.               THREADS        C TO C          WATTS             (LBS)             (LBS)

ES-1525-120AC 1.5 2.5 1.25 10-32 1.00 13.4 2.0  85
EM-2545-120AC 2.5 4.5 2.00 1/4-20 1.50 24.2 5.0              700
EM-3060-120AC 3.0 6.0 2.00 3/8-16 1.50 27.0 9.0            1500     
EM-4080-120AC   4.0 8.0 2.25 1/2-13 2.00 26.9            16.0            2000   
EM-6012-120AC 6.0      12.0 3.50 1/2-13 3.00 65.4            53.0            6000   

             
 

PRODUCT         DIMENSIONS-(IN)            MOUNTING                         WEIGHT           POWER
NUMBER         DIA.   HT.               THREADS   C TO C   WATTS             (LBS)               (LBS)

CSA-200-120AC 2.0 1.63 1/4-20 --- 12.6 1.4 170
CE-200-120AC 2.0 2.00 1/4-20 --- 13.0 1.4 230
CS-250-120AC 2.5 1.50  1/4-20                  .75 16.1 2.1 320
CEA-250-120AC 2.5 2.00 1/4-20                  .75 16.0 2.1 380
CEA-300-120AC 3.0 2.00 1/4-20                1.00 20.0 3.9 440
CES-350-120AC 3.5 1.25 1/4-20                1.00 25.5 4.5 500
CEA-350-120AC 3.5 2.00 1/4-20                1.00 25.5 4.5 700
CES-400-120AC 4.0 1.25 1/4-20                1.00 31.0 7.0 800
CEA-400-120AC 4.0 2.00 1/4-20                1.00 30.3 7.0            1000
CES-500-120AC 5.0 1.25 3/8-16                2.00 25.5 9.5            1900
CEA-500-120AC 5.0 2.00 3/8-16                2.00 34.6 9.5            1900
CEA-600-120AC 6.0 2.00 1/2-13                2.00 44.0           16.0            2200
CE-600-120AC 6.0      3.00 1/2-13                2.00 44.0           16.0            2800
CEA-800-120AC 8.0 2.00 1/2-13                3.00 60.5           25.0            3300
CE-800-120AC 8.0 4.00 1/2-11                3.00 49.0           25.0            4000
CEA-1000-120AC   10.0 2.50 5/8-11                3.00 60.5           45.0            4700

DSA-200-120AC 2.0 1.63 1/4-20 --- 12.6 1.4 170
DC-200-120AC 2.0 2.00 1/4-20 --- 13.0 1.4 230
DS-250-120AC 2.5 1.50 1/4-20                  .75 16.1 2.1 320
DCA-250-120AC 2.5 2.00 1/4-20                  .75 16.0 2.1 380
DCA-300-120AC 3.0 2.00 1/4-20                1.00 20.0 3.9 440
DCS-350-120AC 3.5 1.25 1/4-20                1.00 25.5 4.5 500
DCA-350-120AC 3.5 2.00 1/4-20                1.00 25.5 4.5 700
DCS-400-120AC 4.0 1.25 1/4-20                1.00 31.0 7.0 800
DCA-400-120AC 4.0 2.00 1/4-20                1.00 30.3 7.0            1000
DCS-500-120AC 5.0 1.25 3/8-16                2.00 25.5 9.5            1900 
DCA-500-120AC 5.0 2.00 3/8-16                2.00 34.6 9.5            1900
DCA-600-120AC 6.0 2.00 1/2-13                2.00 44.0           16.0            2200
DC-600-120AC 6.0 3.00 1/2-13                2.00 44.0           16.0            2800
DCA-800-120AC 8.0 2.00 1/2-11                3.00 60.5           25.0            3300
DC-800-120AC 8.0 4.00 1/2-11                3.00 49.0           25.0            4000
DCA-1000-120AC   10.0 2.50 5/8-11                3.00 60.5           45.0            4700

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

AC POWERED ELECTROMAGNETS
120 VOLT AC CONTINUOUS DUTY CYCLE 

CIRCULAR MODELS RECTANGULAR MODELS 

AEC AC powered electromagnets have all the same great features 
and speci cations as our  po ered electromagnets ith the added 
convenience of a recti ed po er cord to plug directly into a standard 
120 VAC outlet



  PRODUCT   MAGNET                               MAGNET                       END B                  NOTES
  NUMBER    TYPE    LENGTH                       END                    TERMINATION
         

MCS-03207 S 2 METER STRAIGHT LEADS  FEMALE
MCS-03208 S 4 METER STRAIGHT LEADS  FEMALE
MCS-07308 S 6 METER STRAIGHT LEADS  FEMALE
MCS-07868 S                 10 METER STRAIGHT LEADS  FEMALE
MCS-07122 S 2 METER RIGHT ANGLE LEADS  FEMALE
MCS-09349 S 4 METER RIGHT ANGLE LEADS  FEMALE 
MCS-07987 S 6 METER RIGHT ANGLE LEADS  FEMALE
MCS-08998 S                 16 METER STRAIGHT LEADS  FEMALE
MCS-12876 S                2-6 METER STRAIGHT LEADS/COILED CORD FEMALE
MCS-08110 S                2-6 METER STRAIGHT FEMALE STRAIGHT COILED

MCM-04552 M 2 METER STRAIGHT LEADS  FEMALE
MCM-04553 M 4 METER STRAIGHT LEADS  FEMALE
MCM-07885 M 6 METER STRAIGHT LEADS  FEMALE
MCM-07341 M 2 METER RIGHT ANGLE LEADS  FEMALE
MCM-08678 M 4 METER RIGHT ANGLE LEADS  FEMALE
MCM-09348 M 6 METER RIGHT ANGLE LEADS  FEMALE
MCM-11558 M 3 METER STRAIGHT LEADS/COILED CORD FEMALE
MCM-11956 M 3 METER RIGHT ANGLE LEADS/COILED CORD FEMALE

MCT-06421 T 2 METER STRAIGHT LEADS  FEMALE
MCT-06422 T 6 METER STRAIGHT LEADS  FEMALE
MCT-07223 T 2 METER RIGHT ANGLE LEADS  FEMALE
MCT-07224 T 6 METER RIGHT ANGLE LEADS  FEMALE
MCT-12578 T                 10 METER STRAIGHT LEADS  FEMALE

 

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

 REPLACEMENT CORDSETS

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

M

S

T



  PRODUCT     MAGNET              MAGNET                                      END B
  NUMBER       TYPE   LENGTH                            END                                   TERMINATION
          

RCS-03207 S 2 METER STRAIGHT 120 VAC PLUG
RCS-03208 S                 4 METER STRAIGHT 120 VAC PLUG
RCS-07308 S                 6 METER STRAIGHT 120 VAC PLUG
RCS-07868 S               10 METER STRAIGHT 120 VAC PLUG
RCS-07122 S 2 METER RIGHT ANGLE 120 VAC PLUG
RCS-09349 S                 4 METER RIGHT ANGLE 120 VAC PLUG 
RCS-07987 S                 6 METER RIGHT ANGLE 120 VAC PLUG 
RCS-08998 S               16 METER STRAIGHT 120 VAC PLUG

RCM-04552 M 2 METER STRAIGHT 120 VAC PLUG
RCM-04553 M 4 METER STRAIGHT 120 VAC PLUG
RCM-07885 M 6 METER STRAIGHT 120 VAC PLUG
RCM-07341 M 2 METER STRAIGHT 120 VAC PLUG 
RCM-08678 M 4 METER RIGHT ANGLE 120 VAC PLUG 
RCM-09348 M 6 METER RIGHT ANGLE 120 VAC PLUG
RCM-11558 M 3 METER STRAIGHT 120 VAC PLUG
RCM-11956 M 3 METER RIGHT ANGLE 120 VAC PLUG

       
         

       

THE RCM-04552 PLUGS DIRECTLY INTO THE
 FOLLOWING HEAVY DUTY MODELS:   

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

 RECTIFIED POWER CORDS

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

RCM-04552

RCS-03207

EM-2545M-110C
EM-3060M-110C
DCA-350M-110C
DCA-400M-110C
DCA-500M-110C
DCA-600M-110C

110 VOLT DC
CONTINUOUS

DUTY

EM-4080S-110C
ES-4080S-110C
EMS-4080S-110C
EM-6012S-110C
DCA-800S-110C
DCA-1000S-110C

THE RCS-03207 PLUGS DIRECTLY INTO THE 
FOLLOWING HEAVY DUTY MODELS:

Recti ed po er cords are a simple and cost e ective ay to provide  olts  to continuous duty electromagnets.  
Simply select the electromagnet you ish to use from the ta les elo  to determine hich po er cord should e used 

ith the magnet.  o  you can connect the magnet to the cord and plug the cord into any s itched   outlet.  
Plug must e used as part of the cord  hard ired versions are not availa le.  ircuit reaker protection of the outlet 
is also required. 



PRODUCT                                  DIMENSIONS-(IN)                 MOUNT          MOUNT                              
NUMBER                               HT.         WIDTH      DEPTH        HEIGHT            WIDTH            OUTPUT              WATTS            WGT.       ENCLOSURE
                 
AP4-048-12V 12.00 10.00 4.25 12.75 8.00 12 VDC 48 18 NEMA-12 
AP4-048-12V-P 10.75   8.88 4.25 10.25 8.25 12 VDC 48   6 NONE
AP4-048-24V 12.00 10.00 4.25 12.75 8.00 24 VDC 48 19  NEMA-12
AP4-048-24V-P 10.75   8.88 4.25 10.25 8.25 24 VDC 48   6 NONE
AP4-096-12V 14.00 12.00 5.25 12.75 8.00 12 VDC 96 27 NEMA-12
AP4-096-12V-P 12.75 10.88 5.25 10.25 8.25 12 VDC 96 11 NONE
AP4-096-24V 14.00 12.00 5.25 12.75 8.00 24 VDC 96 27 NEMA-12
AP4-096-24V-P 12.75 10.88 5.25 10.25 8.25 24 VDC 96 11  NONE
AP4-1000-110V 14.00 12.00 5.25 14.75         10.00       110 VDC        1000      27 NEMA12
AP4-1000-110V-P 12.75 10.88 5.25 12.25         10.25       110 VDC        1000 11 NONE
AP4V-1000-110V 16.00 14.00 5.25 16.75         12.00       110 VDC        1000 34 NEMA-12
AP4-250-12V 16.00 14.00 5.25 14.75         10.00 12 VDC        1000 34 NEMA-12
AP4-250-12V-P 12.75 10.88 5.25 12.25         10.25 12 VDC          250 18 NONE
AP4-250-24V 16.00 14.00 5.25 12.75           8.00 24 VDC          250 34 NEMA-12
AP4-250-24V-P 12.75 10.88 5.25 12.25         10.25 24 VDC          250 18 NONE 
AP4-300-110V 12.00 10.00 4.25 12.75           8.00       110 VDC          300 19 NEMA-12
AP4-300-110V-P 10.75   8.88 4.25 10.25 8.25       110 VDC          300   6 NONE
AP4-500-12V 20.00 16.00 5.25 16.75         12.00         12 VDC          500 49 NEMA-12
AP4-500-12V-P 14.75 12.88 5.25 14.25         12.25 12 VDC          500 28 NONE
AP4-500-24V 20.00 16.00 5.25 16.75         12.00 24 VDC          500 49 NEMA-12

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

AUTOMATIC POWER SUPPLIES 
12, 24, & 110 VDC OUTPUT

Electromagnets require direct current po er for operation.  Whether used in manual or auto-
mated handling of ferrous parts  they must release the ork.  Release is a function of 
the po er supply  not the electromagnet.

The UTO TI  po er supply is designed ith a timed pulse reverse current release that ensures positive release of even 
alloy steels  hich are magnetically retentive.   ma single pole s itch closure is all that is required to activate the po er 
supply and can e incorporated ith PL  or other computeri ed equipment.  ll automatic po er supplies must e 
mounted vertically and are availa le ith or ithout a E  enclosure.  Other enclosures are availa le.

AUTOMATIC POWER SUPPLY (AP)



 

             

PRODUCT            DIMENSIONS-(IN)        OUTPUT
NUMBER                                LENGTH WIDTH HEIGHT INPUT OUTPUT     MAX WATTS  WEIGHT       CORD  
 
MPS-048-12V 6.0 4.0 3.5 120 VAC 12 VDC 48 6  LEADS 
MPS-048-24V 6.0 4.0 3.5 120 VAC 48 VDC 48 6  LEADS
MPS-096-24V 6.0 6.0 4.0 120 VAC 24 VDC 96 8  LEADS 
MPS-300M-110V 4.0 4.0 3.5 120 VAC 110 VDC            300 4  M-STYLE
MPS-800L-110V 6.0 4.0 3.5 120 VAC 110 VDC            800 6  LEADS
MPS-800S-110V 6.0 4.0 3.0 120 VAC 110 VDC            800 6  S-STYLE 

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

 HEAVY DUTY MANUAL POWER SUPPLIES
12, 24, & 110 VDC OUTPUT

COMPLETE YOUR ELECTROMAGNET INSTALLATION WITH A MANUAL DC POWER SUPPLY

MPS-048-24V - 120 VOLTS AC INPUT
 W TT P IT
  OUTPUT

E  UT  E  E LOSURE
O O RELE SE  SWIT  OR RE ERSE POL RIT
 E  UT  OL E  PRO  POWER OR
  S T ST LE OUTPUT OR

USE  OUTPUT

MPS-800L-110V - 120 VOLTS AC INPUT
 W TT P IT
  OUTPUT

E  UT  E  E LOSURE
O O  SWIT  OR UTO TI  

    RE ERSE POL RIT
 E  UT  OL E  PRO

   POWER OR
  S T ST LE OUTPUT OR

USE  OUTPUT

MPS-048-12V - 120 VOLTS AC INPUT
 W TT P IT
  OUTPUT

E  UT  E  E LOSURE
O O RELE SE  SWIT  OR RE ERSE POL RIT
 E  UT  OL E  PRO  POWER OR
  S T ST LE OUTPUT OR

USE  OUTPUT



PRODUCT  HEIGHT   WIDTH DEPTH  OUTPUT               WATTS           WEIGHT        MOUNTING 
NUMBER     VOLTS   

UPS4-1000-110V 17.5   8.2 17.5 120 VAC  1000   75 FLOOR
UPS4-3000-110V 29.8 10.2 26.8 120 VAC 3000 285 FLOOR
UPS4-5000-110V 31.0 15.0 30.0 120 VAC 5000 502 FLOOR 

 

             

PRODUCT             DIMENSIONS-(IN)          OUTPUT
NUMBER                                       LENGTH WIDTH HEIGHT             INPUT OUTPUT       MAX WATTS     WEIGHT      CORD  
  
MPS-048-12V 6.0 4.0 3.5 120 VAC 12 VDC 48 6  LEADS 
MPS-048-24V 6.0 4.0 3.5 120 VAC 48 VDC 48 6  LEADS
MPS-096-24V 6.0 6.0 4.0 120 VAC 24 VDC 96 8  LEADS 
MPS-300M-110V 4.0 4.0 3.5 120 VAC 110 VDC            300 4  M-STYLE
MPS-800L-110V 6.0 4.0 3.5 120 VAC 110 VDC            800 6  LEADS
MPS-800S-110V 6.0 4.0 3.0 120 VAC 110 VDC            800 6  S-STYLE 

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

 HEAVY DUTY MANUAL POWER SUPPLIES
12, 24, & 110 VDC OUTPUT

COMPLETE YOUR ELECTROMAGNET INSTALLATION WITH A MANUAL DC POWER SUPPLY

MPS-800S-110V - 120 VOLTS AC INPUT
 W TT P IT
  OUTPUT

 E  UT  E  E LOSURE
O O RELE SE  SWIT  OR RE ERSE POL RIT
 E  UT  OL E  PRO  POWER OR
 OL E  S  ST LE IS O E T OUTPUT OR

USE  OUTPUT

MPS-800S-110V

 BATTERY BACK-UPS FOR ELECTROMAGNETS
or use ith manual or automatic po er supplies to prevent load 

drop during ro n outs or lack outs. 

FEATURES:
 I UTE UP T ULL LO

I USTRI L UT
  I PUT O  LL O ELS



          
                       
                
                

PRODUCT                   DIMENSIONS-(IN)                 WEIGHT      MAX LOAD   
NUMBER                        WDTH.          LGTH.            HT.       DPTH.             INPUT             WATTS       CORD                       (LBS)                WORKING  

LP-3506-110C 3.5   6.0   7.0 11.5 110 VDC   70 M-STYLE  45   350
LP-3512-110C 3.5 12.0   7.0 11.5 110 VDC      180 M-STYLE   75   500
LP-3518-110C 3.5 18.0   7.0 10.0 110 VDC      280  M-STYLE         105   800
LP-6012-110C 6.0 12.0   7.5 10.5 110 VDC      242 S-STYLE          110   750
LP-6018-110C 6.0 18.0   7.5 10.5 110 VDC      320  S-STYLE    160 1000
LP-6024-110C 6.0 24.0   7.5 10.5 110 VDC      360  S-STYLE 210               1500
LP-8008-110C 8.0   8.0 10.0 13.0 110 VDC      360  S-STYLE 266   900
LP-8016-110C 8.0 16.0 10.0 13.0 110 VDC      420 S-STYLE 370 1600             

PRODUCT                  DIMENSIONS-(IN)                                            WEIGHT         MAX LOAD   
NUMBER                         WDTH.        LGTH.            HT.         DPTH.            INPUT            WATTS         CORD                        (LBS)              WORKING  
  
LPR-3506-110C 3.5   6.0   7.0 11.5 120 VAC   70 AC PLUG   45   350
LPR-3512-110C 3.5 12.0   7.0 11.5 120 VAC 180 AC PLUG    75   500
LPR-3518-110C 3.5 18.0   7.0 10.0 120 VAC 280 AC PLUG 105   800
LPR-6012-110C 6.0 12.0   7.5 10.5 120 VAC 242 AC PLUG 110   750
LPR-6018-110C 6.0 18.0   7.5 10.5 120 VAC 320 AC PLUG 160 1000
LPR-6024-110C 6.0 24.0   7.5 10.5 120 VAC 360 AC PLUG 210 1500
LPR-8008-110C 8.0   8.0 10.0 13.0 120 VAC 360 AC PLUG 266   900
LPR-8016-110C 8.0 16.0 10.0 13.0 120 VAC 420 AC PLUG 370 1600
LPR-8024-110C 8.0 24.0 10.0 13.0 120 VAC 480 AC PLUG  480 2400 

LP SERIES RECTANGULAR LIFTING MAGNETS
PARALLEL POLE LIFTING MAGNETS ARE IDEAL FOR TUBING & STRUCTURALS 

HT

LP SERIES

110 VDC Continuous Duty Cycle

These high strength electromagnets are furnished with one pair 
of at pole shoes to e machined to your requirements.  
We ill quote pricing to machine the poles  or you can machine 
them to your speci cations.  LP Series electromagnets are also 
availa le ith a po er supply mounted directly on the magnet. 

ll models are furnished ith a  disconnect or po er cord.

WIDTH 

DEPTH

LENGTH LPR SERIES

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955



MAXIMUM PLATE SIZE
FOR ONE LC MAGNET                   THICKNESS

LC-600 2' X 4' 12 GA. - 3.5"
LC-800 3' X 5' 12 GA. - 4.0"
LC-1000 4' X 6' 12 GA. - 4.5"
LC-1200 5' X 7' 12 GA  - 4.5"

 

PRODUCT                  DIMENSIONS-(IN)                            WEIGHT     MAX LOAD   
NUMBER                         DIA.     DEPTH          HT. INPUT            WATTS           CORD               (LBS)        WORKING
  
LC-600-110C   6.0 3.00   7.5 110 VDC   44 M-STYLE   22    750
LC-800-110C   8.0 4.00   9.0 110 VDC   80 S-STYLE   50  2000
LC-1000-110C 10.0 4.25 13.5 110 VDC 240 S-STYLE 100  3000
LC-1200-110C 12.0 4.25 13.5 110 VDC 403 S-STYLE 138  4000 
LC-1600-110C 16.0 4.25 18.7 110 VDC 480 S-STYLE 330  8000

PRODUCT                  DIMENSIONS-(IN)                            WEIGHT     MAX LOAD   
NUMBER                         DIA.     DEPTH          HT. INPUT            WATTS           CORD               (LBS)        WORKING
 
LCR-600-110C   6.0 3.00   7.5 120 VAC   44 AC PLUG   22   750
LCR-800-110C   8.0 4.00   9.0 120 VAC   80 AC PLUG   50 2000
LCR-1000-110C 10.0 4.25 13.5 120 VAC 240 AC PLUG 100 3000
LCR-1200-110C 12.0 4.25 13.5 120 VAC 403 AC PLUG 138 4000
LCR-1600-110C 16.0 4.25 18.7 120 VAC 480 AC PLUG 330 8000 

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

 CIRCULAR ELECTROMAGNETIC LIFTS 
110 VOLT DC CONTINUOUS DUTY 

 FEATURES:
 ULL WEL E  O STRU TIO
 LL OPPER WOU  OILS
 L SS  I SUL TIO  T ROU OUT
 ST I LESS STEEL E PL TES RE 
 ST R  O  T E      
 LI TS  OPTIO L O  OT ERS

HEIGHT 

DEPTH

LC TYPE LIFT UTILIZING A 
REMOTE POWER SUPPLYDIA

LCR TYPE LIFT HAS THE MANUAL POWER SUPPLY 
WITH AN “ON-OFF-RELEASE” SWITCH MOUNTED
DIRECTLY ON THE MAGNET



PRODUCT                          DIMENSIONS-(IN)          WEIGHT          FLAT      ROUND 
NUMBER               WIDTH        LENGTH           HEIGHT           (LBS)           CAPACITY      CAPACITY

 
JLM-0275 2.7 6.10   5.4      9   275   110 
JLM-0550 3.6 8.40   7.3    24   550   335
JLM-1100 4.8 11.8   9.8    59 1100   650
JLM-2200 6.9        14.10 11.7  139 2200 1100
JLM-4400 9.2          18.8          16.0  180 4400 2200

Industrial agnetic Li ers are made ith super strong neodymium rare earth magnets.
ompletely enclosed and orks ithout electricity  a eries or ca les.
agnetic force can e turned on  or turned o  y using self locking control handle.
ade for safe and easy industrial operation.
e  esign ith stronger magnetic force and safer operation

To turn on the li er s magnetic force  ust turn the handle to ards the right appro imately  degrees and lock 
it in the security latch  hich locks it during the orking period.

nd e cient design allo s the li er to handle either at or round surfaces  it has a safety lever  hich avoids 
accidental turn o . These Permanent magnet li ers are a le to solve handling needs of ferrous materials at an 
e ceptionally lo  cost  ithout using electricity  ithout any installation or maintenance cost hatsoever. 

esides  thanks to its lo  eight  it can e incorporated in any type of crane.
 
POWER UL Super Strong  even ith air gaps and surface coatings.
S E   safety rate and a lever ith security locker.
LI T  etachment strength from  to  times its eight
Easy To Use  They can e turn on  or turn o  and ith one hand.

reaka ay orce  The force required to detach a magnet from a ork load surface hen the force is applied 
normally to the ork load surface and through the center of force of the magnet. 

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

 PERMANENT MAGNETIC LIFTS 

JLM-2200

 FEATURES: 
 RU E  O STRU TIO
 I ER L RELE SE S STE
 E ER EE S RE R I
 S OOT  O O  OPER TIO
 OR E  E E OLTS

 e nent netic s t
 nte n l ele se

JLM MODELS 
EASILY HANDLE ROUNDS AND FLATS WITH 

"ON-OFF" CONVENIENCE

LENGTH WIDTH

HEIGHT



AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

 MAGNETIC SHEET HANDLERS 

PRODUCT                                             DIMENSIONS-(IN)                                           WORKING 
NUMBER               LENGTH     WIDTH            DEPTH          HEIGHT          WEIGHT             LOAD

SH-100      6  3.5  1.375 8.75 3.50   50
SH-250      6  6.0  1.375 8.75 6.75 125
SH-400      6  6.0  1.375 8.75 6.75 200
SH-600      6  7.25  1.375 8.75 8.25 300

 

PRODUCT                                     DIMENSIONS-(IN)                   
NUMBER  WIDTH     LENGTH               HEIGHT        WEIGHT        CAPACITY

T-71 1.625 4.75 9.25 2.75   3
T-72 3.125 4.75 9.25 4.50   5 
T-74 4.75 6.25 9.25 8.00   9

LONG HANDLED:
T-71-30 1.625 4.75 34 2.75          3
T-72-30 3.125 4.75 34 4.50   5   

SH-100 FOR HANDLING 25 TO 50 LBS.
SH-250 FOR LIGHT GAUGE SHEET UP TO 125 LBS.
SH-400 FOR MAXIMUM LOAD OF 200 LBS.
SH-600 FOR LOADS UP TO 300 LBS.
POWERFUL, YET LIGHT ENOUGH FOR HAND USE. 

n e ective  rapid means of handling small 
iron and steel parts from stock ins  o es  kegs  

ta les or oor. Smooth  uninterrupted side surfaces 
allo s fast  easy urro ing into loose material. 

 ngertip raise of the release ar drops the entire load.

HANDI-TOOL

 FEATURES: 
 •RUGGED CONSTRUCTION
 •STAINLESS STEEL HOUSING
 •NEVER NEEDS RECHARGING



 

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

MAGNETIC TOOLS 

PRODUCT
NUMBER DIA.            LENGTH         LIFT POWER

PM-50 0.5        2.3                5 lbs.
PM-60 0.75        2.6                7 lbs.  
FM-504 0.5      20.0   5 lbs. 

POCKET MAGNETS

FLEXIBLE HAND TOOL 

These push type s eepers are an easy and fast ay to collect large quantities of nails  scre s  pa-
per clips and any other ferrous metal items in order to keep ork areas clean of dangerous metal 
de ris. uick load release handle clears collected pieces.  d usta le s eeping height from 
.  to . .  Permanent magnetism guaranteed. They are incredi ly strong  ell uilt  yet
very a orda le.

PRODUCT                                               SWEEPING                         
NUMBER                HEIGHT                 WIDTH                 HANDLE          WHEELS 
 
FLR-18 .5” to 2.5”   18” 48” 6”  
FSR-14 .5” to 2.5”  14” 48” 6”  
FSR-24 .5” to 2.5”  24” 48” 6”  



PRODUCT              SWEEPING           MAGNETIC                     8 PENNY NAIL                         APPROX.                     APPROX.
NUMBER                  WIDTH             SURFACE AREA                PICK UP TEST                         LBS. PULL               SHIPPING WGT. 

YSR-36 36.0”          108 sq in.                7.1 lbs. (645 pcs)            330                   17 lbs. 
YSR-48 48.0           144 sq. in                9.4 lbs. (855 pcs)            440                   23 lbs. 

 FORK LIFT SWEEPERS

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

Use these sweepers to clear factory and warehouse aisles and driveways.  All models are 4” high by 3” deep- Eyebolts included.  
To unload, push the sweeper to the desired dumping area (i.e. a piece of cardboard) and pull the release handle.  
As the magnet rises, collected material is released from the collector plate. 

PRODUCT
NUMBER A  B WEIGHT

YS-36 22" 36"   48 lbs.
YS-48 34" 48"   63 lbs.
YS-60 46" 60"   78 lbs.
YS-72 46" 72"   93 lbs.
YS-84 46" 84" 108 lbs.

A

B5"

Pick up steel tramp on construction sites, etc.

YARD SWEEPERS

YSR-36



PRODUCT                                  
NUMBER                      LENGTH          WIDTH             DEPTH

PMR-7-108   8.00   7.00 1-9/16
PMR-7-110 10.00   7.00 1-9/16
PMR-7-112 12.00   7.00 1-9/16
PMR-7-114 14.00   7.00 1-9/16
PMR-7-116 16.00   7.00 1-9/16
PMR-7-118 18.00   7.00 1-9/16
PMR-7-124 24.00   7.00 1-9/16
PMR-7-130 30.00   7.00 1-9/16
PMR-7-136 36.00   7.00 1-9/16
PMR-7-148 48.00   7.00 1-9/16

PMR-10-108   8.00 10.00 1-9/16
PMR-10-110 10.00 10.00 1-9/16
PMR-10-112 12.00 10.00 1-9/16
PMR-10-114 14.00 10.00 1-9/16
PMR-10-116 16.00 10.00 1-9/16
PMR-10-118 18.00 10.00 1-9/16
PMR-10-124 24.00 10.00 1-9/16
PMR-10-130 30.00 10.00 1-9/16
PMR-10-136 36.00 10.00 1-9/16
PMR-10-148 48.00 10.00 1-9/16

RARE EARTH NEODYMIUM PLATE MAGNETS

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

Protect your product  people  and processing equipment from damaging ferrous particles  scrap  and tramp metals 
ith E  high strength rare earth plate magnets.  Rare earth plate magnets provide an e ective and lo  cost solution 

where medium to coarse tramp metal needs to be collected.  Rare earth plate magnets can be suspended over your 
product o  inline elo  the product.  Rare earth plate magnets produce a strong magnetic eld separating tramp 
iron from your pneumatic  liquid product o  or po der ulk solids applications.

 FEATURES:
ESI E  TO IT OUR SPE I I  PPLI TIO

 ST I LESS STEEL O STRU TIO  ST R
I EST ETI  TERI LS USE  EETI  I P  ST R S
ET L I IS ES EET LL OO  R E  IR   P R EUTI L ET SPE I I TIO S
OI  ERROUS E RIS I  TERI LS  PRO U TS

LOW I TE E 
LESS T   LOSS I   E RS W E  PROPERL  USE
S E   OI I  E  OW TI E TO E PE SI E PRO ESSI  I ES
LI ETI E U R TEE O  PER E T ET STRE T



PRODUCT           
NUMBER                         WIDTH              LENGTH    
  
G002-0606   6.0   6.0
G002-0608   6.0   8.0
G002-0610   6.0 10.0 
G002-0612   6.0 12.0
G002-0614   6.0 14.0
G002-0616   6.0 16.0
G002-0618   6.0 18.0
G002-0620   6.0 20.0
G002-0624   6.0 24.0
G002-0808   8.0   8.0
G002-0810   8.0 10.0
G002-0812   8.0 12.0
G002-0814   8.0 14.0
G002-0816   8.0 16.0
G002-0818   8.0 18.0
G002-0820   8.0 20.0
G002-0824   8.0 24.0
G002-1010 10.0 10.0
G002-1012 10.0 12.0
G002-1014 10.0 14.0
G002-1016 10.0 16.0
G002-1018 10.0 18.0
G002-1020 10.0 20.0
G002-1024 10.0 24.0
G002-1212 12.0 12.0
G002-1214 12.0 14.0 
G002-1216 12.0 16.0
G002-1218 12.0 18.0
G002-1220 12.0 20.0
G002-1224 12.0 24.0
G002-1414 14.0 14.0
G002-1416 14.0 16.0
G002-1418 14.0 18.0
G002-1420 14.0 20.0
G002-1424 14.0 24.0
G002-1616 16.0 16.0 
G002-1618 16.0 18.0
G002-1620 16.0 20.0
G002-1624 16.0 24.0 
G002-1818 18.0 18.0
G002-1820 18.0 20.0
G002-1824 18.0 24.0
G002-2020 20.0 20.0
G002-2024 20.0 24.0
G002-2424 24.0 24.0  

FEATURES
I  E ER  R RE E RT  ETI  TU ES

USE I  REE LOWI  POW ER UL  SOLI S OR LI UI S W ERE P RTI UL TES RE PRESE T
ESI E  TO OLLE T ET LS   O  TO T E  U TIL T E  RE PULLE  OUT  W  RO  T E PRO U T RE

ETS RE O L  E E TI E S T E  RE LE E  SI PL  WIPE WIT   P LOT

R RE E RT  RE T UL R  S U RE ETI  R TES 
O STRU TE  O   ST I LESS STEEL
 I ETER TU ES OU TE  O   E TERS

 E E WIT  OR WIT OUT I ERTERS
S   E  E I EER OR ET ILS

PRODUCT           
NUMBER                DIA.                LENGTH      
 
TMN-04 1.0   4.0 
TMN-06 1.0   6.0
TMN-08 1.0   8.0
TMN-10 1.0 10.0
TMN-12 1.0 12.0
TMN-14 1.0 14.0
TMN-16 1.0 16.0
TMN-18 1.0 18.0
TMN-20 1.0 20.0
TMN-22 1.0 22.0

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

TUBE & GRATE MAGNETS



PRODUCT           WGT. 
NUMBER                WIDTH            LENGTH       THICKNESS           C TO C            (LBS)    POWER        
                                                                               
MH-1037-033 1.38   3.37 .500   2.63   .25         32
MH-1037-055 1.38   5.50 .500   4.75   .05     62
MH-1037-060 1.38   6.00 .500   5.25   .75   62
MH-1037-080 1.38   8.00 .500   7.25   .75   91
MH-1037-120 1.38 12.00 .500 11.25          1.25 161
MH-1037-180 1.38 18.00 .500 17.25          2.25 270

PRODUCT            WGT. 
NUMBER                   WIDTH         LENGTH       THICKNESS            C TO C            (LBS)    POWER 
                                                                                      
MH-1010-040   1.00   4.00 .500   3.25   .25   34
MH-1010-060   1.00   6.00 .500   5.25   .05   51
MH-1010-080   1.00   8.00 .500   7.25   .75   68
MH-1010-120   1.00 12.00 .500 11.25          1.00   78
MH-1010-180   1.00 18.00 .500 17.25          1.50 117 
       
       

PRODUCT           WGT. 
NUMBER                WIDTH            LENGTH       THICKNESS           C TO C            (LBS)    POWER 
                                                                                     
MH-1237-040 2.38   4.00 .500   3.25   .75 112
MH-1237-060 2.38   6.00 .500   5.25          1.20 168
MH-1237-080 2.38   8.00 .500   7.25          1.60 224
MH-1237-120 2.38 12.00 .500 11.25          2.25 336 
MH-1237-180 2.38 18.00 .500 17.25          3.60 504

Ideal for holding materials on conveyors  press ork  paint racks  tures  display units  engineering rooms
tool holders, etc. Other lengths are available.

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

PERMANENT CERAMIC MAGNETIC RAILS 



PRODUCT                                          POWER 
NUMBER             DIA.         LENGTH     THREADS          (LBS)
       
1592-T-08 0.375 0.500   8-32   5.00
1593-T-08 0.500 0.500 10-32 15.00
1594-T-08 0.625 0.500 10-32 20.00 
1595-T-08 0.750 0.500 10-32 35.00
1597-T-08 1.000 0.500 1/4-20 60.00       
1598-T-08 1.250 0.500 1/4-20 85.00
1599-T-08 1.375 0.500    5/16-18      100.00

PRODUCT                                       POWER 
NUMBER       DIA.           LENGTH       THREADS       (LBS)

4200-016  16.0   5.0 3.5   11
4200-020 20.0   7.0 4.5   13
4200-025 25.0   8.0 5.5   30
4200-032 32.0   8.0 5.5   55
4200-036 36.0   9.0 6.5   63
4200-042 42.0   9.0 6.5   81
4200-048 48.0 11.5 8.5 150
4200-060 60.0 15.0 8.5 245
4200-075 75.0 18.0           10.5 356

4300-016 16.0        13.0 4.0  12
4300-020 20.0        15.0 4.0  20
4300-025 25.0        17.0 5.0  48
4300-032 32.0        18.0 6.0  75
4300-036 36.0        18.0 8.0  90  
4300-042 42.0        20.0 8.0             150 
4300-048 48.0        24.0 8.0             178
4300-060 60.0        30.0           10.0             248
4300-075 75.0        34.0           12.0             360
  
4400-016 16.0          5.0 4.0 12
4400-020 20.0          7.0 4.0 20
4400-025 25.0   8.0 5.0 48
4400-032 32.0   8.0 6.0 75 
4400-036 36.0   8.0 6.0 90 
4400-042 42.0   9.0 8.0            150
4400-048 48.0         11.5 8.0            178
4400-060 60.0         15.0 8.0            248
4400-075 75.0         15.0           10.0           360

PRODUCT                                          POWER 
NUMBER              DIA.       LENGTH       THREADS       (LBS)

1290-T-08 0.250 0.500   8-32   0.34
1291-T-08 0.312 0.500   8-32    0.79
1292-T-08 0.375 0.500   8-32   1.55
1293-T-08 0.500 0.500 10-32   2.50
1293-T-12 0.500 0.750 10-32   3.00  
1293-T-16 0.500 1.000 10-32   3.50
1294-T-08 0.625 0.500 10-32   2.75 
1294-T-12 0.625 0.750 10-32   4.25
1294-T-16 0.625 1.000 10-32   4.80
1295-T-08 0.750 0.500 10-32   5.25 
1295-T-12 0.750 0.750 10-32   9.15
1295-T-16 0.750 1.000 10-32   9.45
1295-T-20 0.750 1.250 10-32 10.00
1296-T-08 0.875 0.500 1/4-20   8.60
1296-T-12 0.875 0.750 1/4-20 13.20
1296-T-16 0.875 1.000 1/4-20 16.50 
1296-T-20 0.875 1.250 1/4-20 17.30
1297-T-08 1.000  0.500 1/4-20   7.25        
1297-T-12 1.000  0.750 1/4-20 15.50 
1297-T-16 1.000  1.000 1/4-20 17.00 
1297-T-20 1.000  1.250 1/4-20 19.00
1298-T-12 1.250   0.750 1/4-20 17.50
1298-T-16        1.250       1.000 1/4-20        21.00
1298-T-20        1.250   1.250 1/4-20        25.00        

PRODUCT                           MOUNTING             POWER
NUMBER         DIA.            HT.      HOLE               (LBS)
 
  E-821 0.500 0.375   .172            2
  E-822 0.750 0.500   .187            4
  E-823 1.000 0.625   .187            8
  E-824 1.250 1.000   .281           11

TAPPED ALNICO ASSEMBLIES

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

HIGH HEAT OR HIGH POWER 

TAPPED RARE EARTH ASSEMBLIES

ALNICO V BUTTON MAGNETS

4200 SERIES 4300 SERIES 4400 SERIES



PRODUCT                            POWER
NUMBER           DIA.    HT.        HOLE      HANDLE        (LBS)
 
MA-125-H 1.42 .28  .187 NO 15
MA-125-HH 1.50 .28    --- YES 15
MA-175-H 2.06 .32  .187          NO 35
MA-175-HH 2.06 .32    --- YES 35
MA-238-BH 2.65 .38  .375 NO 80
MA-238-H 2.65 .38  .250 NO       80
MA-238-HH 2.65 .38    --- YES 80
MA-287-H 3.20 .44  .281 NO          110
MA-287-HH 3.20 .44    --- YES        110
MA-338-H 3.75 .50  .313 NO          120
MA-338-HH 3.75 .50    --- YES        120
MA-454-H 4.90 .50  .500 NO          210
MA-454-HH 4.90 .50    --- YES        210

                                             
PRODUCT                           DIMENSIONS-(IN)                                                                           POWER
NUMBER    A      B       C            D          E             F                G       WGT.       (LBS)
      
MH-156 1.130    1.375 0.563 2.000 1.560 1.000 .281 .06 18
MH-256 2.125 1.312 0.500 3.250 2.625 1.000 .281 .08 31
MH-356 1.130 2.380 0.500 2.250 1.750 2.000 .281 1.0 31
MH-856 2.750 2.375 0.500 1.375 1.250 ------- .281 1.2 60

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

CA

B

MH-856

A

E

C

B

GD

F

G

Maximum holding power is obtained when 
the unit is in direct contact with a surface 
slightly larger than the magnet face.  For 
each size of magnet, there is a minimum 
load thickness to achieve maximum holding 
power.

DIA.

 HOLE

HT.

CERAMIC MAGNETIC CUP ASSEMBLIES 

MH-256

HORSE SHOE MAGNET ASSEMBLIES

A permanent magnet bonded in a round, brightly-plated steel cup gives 
these assemblies added holding power.  Post notes and announcements on 
any steel surface or use as turing magnets to hold parts in place. 

uantity discounts availa le.

These magnets are ideal for holding tools  mounting in uid reservoirs  
as conveyor rails, etc.

MH-156

D

G

C

D

B

MH-356
A

E

E

F

A
G

B F

C



 

PRODUCT                          POWER
NUMBER            A     B        C            D            E           (LBS)

E-811 1.187 0.750 0.750   0.562 .156   10
E-812 1.562 1.000 1.000   0.750 .187   18
E-813 1.750 1.187 1.187   0.875 .187   23
E-814 2.250 1.375 1.750   1.375 .312   51
E-816 3.125 2.125 3.250   1.875 .375 104

PRODUCT                    POWER
NUMBER    DIA.    LENGTH     HEIGHT   (LBS)

E-831 0.687 0.625      10-32          6
E-832 0.812 0.750      10-32          9
E-833 1.062 1.000      10-32        15

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

ECLIPSE ALNICO MAGNETS

   PRODUCT          MOUNTING   POWER
   NUMBER         DIA.             HT.            HOLE            (LBS)
    
    E-821 0.500 0.375   .172            2
    E-822 0.750 0.500   .187            4
    E-823 1.000 0.625   .187            8
    E-824 1.250 1.000   .281            11 

ALNICO V BUTTON MAGNETS

ALNICO HORSESHOE MAGNETS

POT MAGNETS

A

B

E

D C



 

PRODUCT                     DIA.          THK.       GRADE
NUMBER                        (MGO)

NP0125X0063 0.125 0.063 42
NP0125X0125 0.125 0.125 42
NP0125X0187 0.125 0.187 42 
NP0125X0250 0.125 0.250 42
NP0125X0375 0.125 0.375 42
NP0125X0500 0.125 0.500 42
NP0187X0187 0.187 0.187 42
NP0250X0031 0.250 0.031 42
NP0250X0063 0.250 0.063 42 
NP0250X0125 0.250 0.125 42
NP0250X0187 0.250 0.187 42
NP0250X0250 0.250 0.250 42
NP0250X0375 0.250 0.375 42
NP0250X0500 0.250 0.500 42
NP0313X0313 0.313 0.313 42
NP0313X0500 0.313 0.500 42
NP0375X0063 0.375 0.063 42
NP0375X0125 0.375 0.125 42
NP0375X0187 0.375 0.187 42
NP0375X0250 0.375 0.250 42
NP0375X0375 0.375 0.375 42
NP0375X0500 0.375 0.500 42
NP0500X0063 0.500 0.063 42
NP0500X0125 0.500 0.125 42
NP0500X0187 0.500  0.187 42
NP0500X0250 0.500 0.250 42
NP0500X0375 0.500 0.375 42
NP0500X0500 0.500 0.500 42
NP0625X0063 0.625 0.063 42
NP0625X0125 0.625 0.125 42
NP0625X0187 0.625 0.187 42
NP0625X0250 0.625 0.250 42
NP0625X0375 0.625 0.375 42
NP0625X0500 0.625 0.500 42
NP0750X0063 0.750 0.063 42
NP0750X0125 0.750 0.125 42
NP0750X0187 0.750  0.187 42
NP0750X0250 0.750 0.250 42
NP0750X0375 0.750 0.375 42
NP0750X0500 0.750 0.500 42
NP1000X0063 1.000 0.063 42
NP1000X0125 1.000 0.125 42
NP1000X0187 1.000 0.187 42
NP1000X0250 1.000 0.250 42
NP1000X0375 1.000 0.375 42
NP1000X0500 1.000 0.500 42 
NP52-1000X0500  1.000 0.500 52

RARE EARTH COUNTERSUNK MAGNETS
PRODUCT                                                                          GRADE                 
NUMBER              DIA                  ID           THK         (MGO)

NC0375X0125X0170 0.375 0.125 0.170 42
NC0500X0125X0136 0.500 0.125 0.136 42
NC0625X0125X0170 0.625 0.125 0.170 42
NC1000X0221X0188 1.000 0.221 0.188 42

RARE EARTH DISC MAGNETS

PRODUCT                                                                          GRADE                 
NUMBER         LENGTH            WIDTH        THK.     (MGO)

NP0500X0250X0063 0.500 0.250 0.063 42
NP0500X0500X0125 0.500 0.500 0.125 42
NP0750X0500X0250 0.750 0.500 0.250 42
NP0750X0750X0375 0.750 0.750 0.375 42 
NP1000X0250X0125 1.000 0.250 0.125 42

RARE EARTH MAGNETS
SUPER HIGH STRENGTH NEODYMIUM

PRODUCT                 POWER
NUMBER     A      B     C        D    E         (LBS)

E-811 1.187 0.750 0.750   0.562 .156   10
E-812 1.562 1.000 1.000   0.750 .187   18
E-813 1.750 1.187 1.187   0.875 .187   23
E-814 2.250 1.375 1.750   1.375 .312   51
E-816 3.125 2.125 3.250   1.875 .375 104

RARE EARTH RECTANGULAR MAGNETS

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

ECLIPSE ALNICO HORSESHOE MAGNETS

E

CD
A

B



PRODUCT#         THICKNESS    WIDTH   LENGTH           WEIGHT      ADHESIVE               COLOR
 
P-120 .030 0.50 200 4 NONE BROWN
P-130 .030 0.75 200 7 NONE BROWN
P-140 .030 1.00 200 9 NONE BROWN
P-180 .030 2.00 200                18 NONE BROWN
P-220 .060 0.50 100 4 NONE BROWN
P-230 .060 0.75 100 7 NONE BROWN
P-240 .060 1.00 100 9 NONE BROWN
P-280 .060 2.00 100                18 NONE BROWN
P-420 .120 0.50   50 4 NONE BROWN
P-440 .120 1.00   50 9 NONE BROWN
P-480 .120 2.00   50                18 NONE BROWN

P-03050 .030 24.25   50                54 NONE PLAIN
P-03050-WG .030 24.25   50                54 NONE WHITE
P-03050-AD .030 24.25   50                54 ACRYLIC PLAIN
P-03050-BK .030 24.25   50                54 NONE BLACK
P-03050-BL .030 24.25   50                54 NONE BLUE
P-03050-BR .030 24.25   50                54 NONE BROWN
P-03050-GR .030 24.25   50                54 NONE GREEN
P-03050-OR .030 24.25   50                54 NONE ORANGE
P-03050-RE .030 24.25   50                54 NONE RED
P-03050-YE .030 24.25   50                54 NONE YELLOW 

 FLEXIBLE MAGNETIC STRIP AND SHEET 

AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

MAGNETIC SHEETING

le i le magnetic material has opened up ne  areas of product 
design y introducing a highly versatile  lo  cost solution for
 permanent magnetic applications.  This material is great for 
environments here shock a sorption and irregular shapes are 
necessary.  le i le magnetic material is easily cut  punched  
machined  and slit to almost any speci cation.  The magnetic 
strip is also availa le ith a pressure sensitive adhesive acking.

ADHESIVE BACKED

NON-ADHESIVE BACKED

PA-120 .030 0.50 200 4 ACRYLIC BROWN
PA-130 .030 0.75 200 7 ACRYLIC BROWN
PA-140 .030 1.00 200 9 ACRYLIC BROWN
PA-180 .030 2.00 200                18 ACRYLIC BROWN
PA-220 .060 0.50 100 4 ACRYLIC BROWN
PA-230 .060 0.75 100 7 ACRYLIC BROWN
PA-240 .060 1.00 100 9 ACRYLIC BROWN
PA-280 .060 2.00 100                18 ACRYLIC BROWN

MAGNETIC STRIP 



AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

NOTES



AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955AEC MAGNETICS 1-800-635-3954     FAX 1-800-635-3955

IF IT’S MAGNETIC, IT’S AEC!
ELECTROMAGNETS HOLDING ASSEMBLIES

MAGNETIC TOOLSLIFTING MAGNETS 

FLEXIBLE MAGNETS RARE EARTH MAGNETS
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