INSTALLATION: MAINTENANCE INSTRUCTIONS: MAGNETICS

AUTOMATIC EQUIPMENT CORPORATION

THE S-STYLE DISCONNECT MATES WITH ANY ELECTROMAGNETS REQUIRE VERY LITTLE 4699 NTERSTATE D, CINCINNATL OHIO 45246
OF OUR S-STYLE CORDS. APPLY 110 VDC TO THE ~ MAINTENANCE TO PROVIDE ALONG USEFUL LIFE. oy o op AL sectocemtis om OV o secmgactiscom
WHITE AND BLACK LEADS AND THE GREEN IS DAILY USE OF A SHOP TOWEL TO WIPE THE FACE
GROUND. OF THE MAGNET FREE OF DEBRIS, GREASE AND MODEL #: EMX-4080-0029

OIL OR OTHER FOREIGN MATTER WILL ENSURE VOLTAGE: 110 DC

YEARS OF SERVICE LIFE AND THOUSANDS OF ﬁ%ﬁ&ﬁgﬁ&%ﬁ TZSSOO LBS

SAFE LIFTS. BODY FINISH: BLACK PAINT

SERVICE TEMP.: 280 DEGREES F.
WEIGHT: 18 LBS
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SURFACE HARDENING AUTOMATIC EQUIPMENT CORP
EMX-4080-0029
IF YOU HAVE ANY QUESTIONS ABOUT THIS MAGNET OR THE CORRESPONDING Cgf/fzavge
DC POWER SUPPLY, PLEASE CALL OUR ENGINEERING DEPARTMENT FOR N

ASSITANCE: (1-800-635-3954)



